] ALCO MACHINE WORKS _1 ALCO INDUSTRIAL EQUIPMENT 6925 - 104 Street
1 ALCO CNC INDUSTRIES L1 ALCO FLOW CONTROL Edmonton, Alberta
] ALCO HYDRA OIL TOOL _1 ALCO INDUSTRIAL Canada T6H 2L5

Phone: (780) 435-3502 + Fax: (780) 436-1858

February 22, 2012

Pathmaker Service Co. Ltd.
Site 7, Box 25, RR #1, Stn. Main
Grande Prairie, Alberta

T8V 278
Cetrtificate of Conformance
Rig No.: N/A
Equipment: Manual Tong - 65,000 ft/lbs Rating
Model: Model DB c¢/w Lug Jaws 3 1/2"- 17"
Customer P.O.: Kelsey
Serial No.: 11215
Inspection Report No.: H-N/A
Alco Sales/Engineering No.: 19894-E
APEGGA Permit to Practice No.: P10702
Alco Shop Work Order # : N/A

This document specifies that all parts and/or assemblies for the equipment
referenced above are sold under the manufacturer's warranty.

The above referenced items are to be used according to the manufacturer's directions
and ratings. Alco assumes no responsibility for defective parts or assemblies or
any costs associated with their repair due to normal use or misuse.

The manufacture's documentation provided for the item(s) listed above indicate
conformance to The American Petroleum Institute's (API) section 8a and has been load
tested to 1.5 times its rating.

A CAODC Recommended Practice Level IV inspection is typically required after: 500
Operating Days for drilling applications, or 6 years for service applications.




